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Abstract. We present the system identification and the online optimization of
feedback controllers applied to combustion systems using evolutionary algorithms.
The algorithm is applied to gas turbine combustors that are susceptible to ther-
moacoustic instabilities resulting in imperfect combustion and decreased lifetime.
In order to mitigate these pressure oscillations, feedback controllers sense the
pressure and command secondary fuel injectors. The controllers are optimized
online with an extension of the CMA evolution strategy capable of handling noise
associated with the uncertainties in the pressure measurements. The presented
method is independent of the specific noise distribution and prevents premature
convergence of the evolution strategy. The proposed algorithm needs only two ad-
ditional function evaluations per generation and is therefore particularly suitable
for online optimization. The algorithm is experimentally verified on a gas turbine
combustor test rig. The results show that the algorithm can improve the perfor-
mance of controllers online and is able to cope with a variety of time dependent
operating conditions.
1 Introduction
Modern gas turbines have to comply with continually more stringent emission regula-
tions (NOx, CO etc.). This fact led to the development of lean premixed combustion
systems. They operate with excess air to lower the combustion temperature which in
turn decreases the NOx levels. The lean regime however makes the combustor prone
to thermoacoustic instabilities which arise due to a feedback loop involving uctua-
tions in acoustic pressure, velocity and heat release. Thermoacoustic instabilities may
cause mechanical damage, higher heat transfer to walls, noise and pollutant emissions.
This phenomenon is observed also in rocket motors, ramjets, afterburners, and domes-
tic burners. One way to substantially reduce such thermoacoustic instabilities is active
control [1, 2]. A feedback controller receives input from pressure sensors and com-
mands a secondary fuel injection. Adjusting the controller parameters into a feasible
working regime is an optimization problem with two important properties. First, the
stochastic nature of the combustion process leads to a considerable amount of uncer-
tainty in the measurements. Second, changing operating conditions ask for online tuning
of the controller parameters.
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Evolutionary algorithms are population-based optimization methods, which are con-
sidered to be intrinsically robust to uncertainties present in the evaluation of the objec-
tive function. The main reason for this robustness is the use of a population [3, 4]. To
improve their robustness against noise either the population size is increased [5, 6] or
multiple objective function evaluations of solutions are conducted and an appropriate
statistics is taken, usually the mean value. Both methods increase the number of function
evaluations per generation typically by a factor between 3 and 100, which is prohibitive
for online applications. Consequently, we suggest an alternative approach to optimize
the parameters of a Gain-Delay and an H∞ controller online with an evolutionary al-
gorithm. A noise handling method is introduced, that distinguishes between noise mea-
surement and noise treatment. The noise measurement is suited for any ranking-based
search algorithm, needs only a few additional function evaluations per generation, and
does not rely on an underlying noise distribution. The noise measurement is combined
with two noise treatments that aim to ensure that the signal-to-noise ratio remains large
enough to keep the evolutionary algorithm in a rational working regime.
The next section introduces the noise-tolerant CMA evolution strategy. Section 3
reports experiments on a test rig with the different controller structures for two operating
conditions and Section 4 gives a summary.
2 A Noise-Resistant Evolutionary Algorithm
The evolutionary algorithm serves to minimize a time dependent stochastic objective
function L (also loss or cost function)
L : S × R+ → R, (x, t) 7→ f(x, t) + Nf (x, t) . (1)
The algorithm is based on a (µ/µ, λ) Covariance Matrix Adaptation (CMA) Evolution
Strategy (ES) [79] with the default parameters from [9]. The (µ/µ, λ)-CMA-ES is
predestined because, rst, it is a non-elitist continuous domain evolutionary algorithm.
Non-elitism avoids systematic tness overvaluation [3] and possible subsequent failure.
Second, the selection is solely based on the ranking of solutions providing robustness in
an uncertain environment. Third, the covariance matrix adaptation conducts an effective
and efcient adaptation of the search distribution to the landscape of the objective func-
tion. Fourth, the CMA-ES can be reliably used with small population sizes allowing for
a fast adaptation as it is highly desirable in an online application. Here, we introduce
a noise-handling (NH) method that can be applied to any ranking based search algo-
rithm and is combined with the CMA-ES into the NH-CMA-ES. The noise handling
preserves all invariance properties of the CMA-ES, but biases the population variance
when too large a noise level is detected. The noise measurement and the noise treatment
are described in turn.
The noise measurement is based on measured rank changes induced by reevaluations
of solutions. The algorithm outputs a noise measurement value s and reads
1. Set Lnewi = Loldi = L(xi), for i = 1, . . . , λ, and let L = {Loldk , Lnewk |k =
1, . . . , λ}, where λ is the number of offspring in the CMA-ES.
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2. Compute λreev, the number of solutions to be reevaluated; λreev = fpr (rλ × λ)
where the function fpr : R → Z, x 7→
{
bxc+ 1 with probability x− bxc
bxc otherwise
. If
rλ × λ < 1 and λreev = 0 for more than 2/(rλ × λ) generations, set λreev = 1 to
avoid too long sequences without reevaluation.
3. Reevaluate solutions. For each solution i = 1, . . . , λreev (assuming the solutions
of the population are i.i.d., we can, w.l.o.g., choose the rst λreev solutions for
reevaluation)
(a) Apply a small perturbation: xnewi = mutate(xi, ε) where xnewi 6= xi ⇐⇒
ε 6= 0. For the CMA-ES we might apply mutate(xi, ε) = xi + εσN (0, C),
where N (.) denotes a multi-variate normal distribution and σ and C are the
step-size and the covariance matrix from the CMA-ES.
(b) Reevaluate the solution: Lnewi = L(xnewi )
4. Compute the rank change ∆i. For each chosen solution i = 1, . . . , λreev the rank
change value, ∆i ∈ {0, 1, . . . , 2λ − 2}, counts the number of values from the set
L \ {Loldi , L
new
i } that lie between Loldi and Lnewi . Formally we have
∆i = rank(L
new
i )− rank(L
old
i )− sign
(
rank(Lnewi )− rank(L
old
i )
)
where rank(L·i) is the rank of the respective function value in the setL = {Loldk , Lnewk |k =
1, . . . , λ}.
5. Compute the noise measurement, s. Therefore the rank change value, ∆i, is com-
pared with a limit ∆limθ . The limit is based on the distribution of the rank changes
on a random function L and the parameter θ (see text). Formally we have
s =
1
λreev
λreev∑
i=1
(
2 |∆i| −∆
lim
θ
(
rank(Lnewi )− 1Lnew
i
>Lold
i
)
−∆limθ
(
rank(Loldi )− 1Lold
i
>Lnew
i
) )
, (2)
where ∆limθ (R) equals the θ×50%ile of the set {|1−R| , |2−R| , . . . , |2λ− 1−R|},
that is, for a given rank R, the set of absolute values of all equally probable rank
changes on a random function L (where f and Nf are independent of x).
6. Re-rank the solutions according to their rank sum, i.e. rank(Loldi ) + rank(Lnewi ).
Ties are resolved rst using the absolute rank change |∆i|, where the mean ∆i =
1
λreev
∑λreev
j=1 |∆j | is used for solutions i > λreev not being reevaluated, and second
using the (mean) function value.
The parameters are set to rλ = max(0.1, 2λ ), ε = 10
−7
, and θ = 0.2.
Two noise treatments are used in this paper. First, increase of the evaluation (mea-
suring) time, teval, for evaluating the controller’s performance. Second, increase of the
population variance (step-size σ), that can have three benecial effects. (a) the signal-
to-noise ratio is likely to improve, because the population becomes more diverse; (b)
the population escapes search-space regions with too low a signal-to-noise ratio, be-
cause in these regions the movement of the population is amplied; and (c) premature
convergence is prevented. The noise treatment algorithm applied after each generation
step uses noise measurement s, and affects step-size σ and evaluation time teval.
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s← (1− cs) s + css
if s > 0 % apply noise treatment
if teval = tmax
σ ← ασσ
teval ← min(αtteval, tmax)
else if s < 0 % decrease evaluation time
teval ← max(teval/αt, tmin)
Initialization is teval = tmin and s = 0 and the parameters are chosen to cs = 1,
ασ = 1 + 2/(n + 10), αt = 1.5, tmin = 1s, tmax = 10s.
All parameter settings result from the combination of the noise handling with the
CMA-ES and simulations on the sphere function. For the combination with different
algorithms a different parameter setting might be useful and necessary.
3 Experimental Results
A lab scale test rig is used for the experiments. Preheated air premixed with natural
gas ows into a downscaled model for the ALSTOM environmental (EV) swirl burner
that stabilizes the ame in recirculation regions near the burner outlet plane. The pres-
sure signal is detected by a water-cooled microphone placed 123 mm downstream of
the burner. A MOOG magnetostrictive fuel injector installed close to the ame is used
as control actuator. The operating conditions are a mass ow of 36 g/s, a preheat tem-
perature of 700 K, and a ratio of actual to stoichiometric air/fuel ratio of λ = 1.875 and
2.1. Two controller types are investigated: a simple phase-shift or Gain-Delay controller
where gain and delay are optimized by the evolutionary algorithm; and a model-based
robust H∞ controller where a frequency shift, gain and delay of a previously designed
H∞ controller [10, 11] are optimized by the evolutionary algorithm.
The cost function to be minimized is the equivalent continuous level of the sound
pressure Leq = 10 log10
(p2
s
)av
p2
ref
, where (p2s)av is the mean squared pressure and pref =
20µPa is the reference pressure. The sound pressure level Leq is acquired from a mea-
surement during teval seconds with a given controller parameter setting. The total mea-
surement cycle time consists of ramping the controller gain up and down (about 2 s
each), pressure data acquisition time teval ∈ [1, 10] s (determined by the algorithm),
data logging (1 s) and NH-CMA-ES computation time (negligible).
Three cost function landscapes for different time intervals are shown in Fig. 1,
where the combustor is red up from ambient temperature (cold start) with an air/fuel
ratio of λ = 2.1 switched to λ = 1.875 after 4800 seconds, and the Gain-Delay con-
troller is switched on. A trend to less negative values for the gain with the heating up
becomes apparent (left versus middle gure) and the general background noise level
rises (indicated by areas getting darker). Also the parameters evaluated are narrowed
down to the small black polygon. The operating condition at λ = 1.875 (right) exhibits
less thermal drift. The algorithm nds a new minimum, where the gain is more negative.
Spectra achieved with the optimized Gain-Delay andH∞ controllers are compared
to the uncontrolled plant in Fig. 2. They are shown for the plant which has been running
for several hours and is thus heated up. For λ = 1.875 (left) the Leq of the uncon-
trolled plant is 148.72 dB, the Gain-Delay controller reduces it to 146.67 dB, while the
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Fig. 1. Cost function landscapes for different time intervals. Pentagrams show the best parameter
set obtained from NH-CMA-ES for each generation, the larger they are, the later they have been
acquired. The black polygon is the convex hull of all controller parameter values tried in the given
time range. Function evaluations, left: 1-150 (0-1300 s); middle: 325-390 (3800-4800 s); right:
395-900 (4900-9800 s). The landscapes are obtained by Delauney triangulation of a second-order
polynomial fit to Leq values for individual delay slices.
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Fig. 2. Comparison of the pressure spectra for the uncontrolled, Gain-Delay controlled and H∞
controlled plant. Both controllers are NH-CMA-ES optimized. Left: λ = 1.875, right: λ = 2.1.
H∞ controller reaches 146.16 dB, which is about 15% less. For λ = 2.1 the values of
Leq are 159.87 dB, 147.48 dB and 147.35 dB, respectively. Here theH∞ controller per-
forms only slightly better than the Gain-Delay controller, but the control signal contains
about 10% less energy.
4 Summary
This study has investigated feedback controllers for secondary fuel injection used on
a test rig designed to study thermoacoustic instabilities. To allow for best controller
performance in changing operating conditions a self-tuning controller is applied. The
main difculty in optimizing the controller parameters is the uncertainty inherent in the
pressure measurements. For this reason a novel noise-handling algorithm is introduced
that can be applied to any ranking-based optimization algorithm. The noise-handling
algorithm consists of a noise measurement and a noise treatment and is applied to the
CMA evolution strategy (NH-CMA-ES), where it preserves all invariance properties
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of the original algorithm. In combination with the CMA-ES two additional function
evaluations per generation are sufcient to establish a functional noise measurement.
Parameters of Gain-Delay and H∞ controllers have been optimized online with
the introduced NH-CMA-ES while the combustor was running. The experiments show
that the algorithm can optimize different controller types and can cope with changing
operating conditions and high levels of noise. Model-based H∞ controllers perform
best, and can be improved further through the use of the NH-CMA-ES. The optimized
solutions deviate remarkably from the originally designed solutions and can make up
for uncertainties in the model-building and design process, as well as for time-varying
plant characteristics.
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